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ωIntroductions 
ωPurpose and goal of meeting 

ω2011 accomplishments 
Å 11 miles of bike facilities 
Å On-Street Bike Rack Program 
Å Bike Friendly Community bronze award 

ωSBC proposals for 2012 
1. Beacon Street interim safety repairs 
2. Beacon Street cycletracks 

3. Union Square bike connectivity 

4. Complete Streets policy 
5. Comprehensive Bicycle Plan 

ÅAdditional points 
1. Bicyclist night safety 
2. Community Path flooding 
3. Other repaving priorities 

Agenda 



Å Current problem:   

ïBeacon Street is most heavily traveled cycling route in Somerville (350 

cyclists per hour at peak). 

 

 

Improving road surface conditions on Beacon 
Street to ensure public safety 



Å Current problem:   

ïBeacon Street is most heavily traveled 
cycling route in Somerville (350 cyclists per 
hour at peak). 

ïCertain segments are dangerously unsafe 
for cyclists: ruts, potholes, uneven 
pavement. SBC has received numerous 
complaints including reports of accidents. 

ïUnsafe for motorists, who must focus on 
avoiding hazards. 

ï Federal funds (2013 TIP) in place to 
reconstruct Beacon Street.  
Best case: construction begins late 2013 
and finishes late 2014/2015. 

ïBetween now and 2014/2015, road 
conditions will deteriorate further. 

 

Improving road surface conditions on Beacon 
Street to ensure public safety 

Amanda Kersey 



Å Proposed solution:   

ïSBC recommends sections of worst road condition be re-surfaced in late 
2011 or early 2012. 

ïSBC has identified five segments of roadway in worst condition plus 
Oxford Street (Somerville section). 

ïFour out of five segments have deteriorating conditions in west bound 
direction only, requiring re-surfacing of only half of road width. 

ïOverall 2800 feet of half-width pavement is in need of interim re-
surfacing. 

ïSBC researched milling and re-surfacing costs, and estimate costs of 
$5000 per 100 feet of half-road width. Projected total cost: $150,000 

ïTotal cost could be reduced further by focusing on the worst of the 
worst 

Improving road surface conditions on Beacon 
Street to ensure public safety 



Beacon Street road conditions- eastern segment 



Beacon Street road conditions- middle segment 


